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Abstract

Existing interior noise reduction techniques for aircraft
fuselages perform reasonably well at higher frequencies, but are
inadequate at lower frequencies, particularly with respect to the
low blade passage harmonics with high forcing levels found in
propeller aircraft. This research focuses on a noise control method
which considers aircraft fuselages lined with panels alternately
tuned to frequencies above and below the frequency that must be
attenuated. Adjacent panels would oscillate at equal amplitude, to
give equal source strength, but with opposite phase. Provided
these adjacent panels are acoustically compact, the resulting
cancellation causes the interior acoustic modes to become cutoff,
and therefore be non-propagating and evanescent. This interior
noise reduction method, called Alternate Resonance Tuning (ART),
is described in this thesis both theoretically and experimentally.

Problems presented herein deal with tuning single paneled
wall structures for optimum noise reduction using the ART tuning
methodology, and three theoretical problems are analyzed. The
first analysis is a three dimensional, full acoustic solution for tuning
a panel wall composed of repeating sections with four different
panel tunings within that section, where the panels are modeled as
idealized spring-mass-damper systems. The second analysis is a
two dimensional, full acoustic solution for a panel geometry
influenced by the effect of a propagating external pressure field
such as that which might be associated with propeller passage by a
fuselage. To reduce the analysis complexity, idealized spring-mass-
damper panels are again employed. The final theoretical analysis
presents the general four panel problem with real panel sections,
where the effect of higher structural modes is discussed. Results
from an experimental program highlight real applications of the
ART concept and show the effectiveness of the tuning on real
structures.
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~3.1415926

air density

nondimensional frequency

nondimensional frequencies for greatest noise reduction
natural frequency

natural frequency for mode pq of panel af
reference frequency for nondimensionalization
wall displacement

spatial dependence of acoustic modal function

xxii



Ci damping ratio
{npq®P  damping ratio for mode pq of panel of

xxiii



Existing noise reduction techniques for paneled structures
perform reasonably well at higher frequencies, but are less
effective at lower frequencies, particularly if the low frequency
noise problem has high forcing levels such as those found in
helicopter or propeller aircraft. This research effort focuses on a
method which considers enclosures lined with panels alternately
tuned to frequencies above and below the frequency that must be
attenuated. Adjacent panels would oscillate at equal amplitude, to
give equal source strength, but with opposite phase. If these
adjacent panels are acoustically compact, the resulting
cancellation causes the interior acoustic modes to become cutoff,
and therefore be non-propagating and evanescent. This noise
reduction method, called Alternate Resonance Tuning (ART), has
potential application to reducing interior noise in a variety of
structures. As mentioned previously, one particularly appropriate
application is in aircraft fuselages. With some minor
modifications, the method might also be applied to a variety of
noise problems in other areas, such as road and wind noise in
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automobiles, flow and fan noise in heating and air conditioning
ducts, and noisy discrete frequency components in household
appliances.

The ART technique is a procedure intended to reduce low
frequency noise within an enclosure. A paneled wall could be
constructed of, or lined with, a series of special panels which
would allow the designer to control the wavenumber spectrum of
the wall motion, thus controlling the interior sound field. By
judicious tuning of the structural response of individual panels,
wavelengths inside the enclosure can be reduced to the order of
the panel size, thus causing low frequency interior acoustic modes
to be cutoff provided these panels are sufficiently small. By
cutting off the acoustic modes in this manner, a significant
reduction of interior noise at lower frequencies should be
achieved.

Current aircraft fuselage noise control treatments have
already demonstrated that the mass and stiffness of individual
panels can be altered. This research effort demonstrates that
panel resonance frequencies can be manipulated to achieve the
ART effect. Application of this concept might involve the
modification of existing structural panels or development of a new
design for enclosure interior trim panels. Although complete
acoustic cutoff will not be achievable in practice, an approximate
cancellation should still substantially reduce the interior noise
levels at the particular frequency of interest. It is important to
note that the ART method utilizes the flexibility and dynamic
behavior often found in these structures to good advantage,
although these properties are not normally beneficial in noise
control.

Secti 1.2: Revi f the Literaf

A survey of the current state-of-the-art in noise
measurements and noise reduction techniques associated with
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paneled structures provides insight for the problems found in
these structures. The following is not intended as a complete
literature review but rather a survey of work related to the
definition of the noise problem in paneled structures (especially
aircraft applications) and existing techniques for noise reduction in
those structures. Low frequency sound transmission of propeller
near-field pressure, radiated noise, and structural vibration .
through the aircraft fuselage are important sources of interior
noise for propeller aircraft. Test results of interior noise
measurements on actual aircraft, such as those conducted by Kuntz
and Prydz! and Wilby and Wilby2, confirm the presence of high
noise levels outside and inside the fuselage. Figure 1.2.1
(reproduced from Kuntz and Prydz) shows sound pressure level
spectra measured outside the fuselage behind the propeller plane
with and without the propfan in place. Figure 1.2.2 (also
reproduced from Kuntz and Prydz) shows the resulting interior
cabin spectra measured with and without the propfan. There
remains a definite need to reduce the interior noise due to this
discrete, low frequency noise source. The ongoing development of
advanced turboprop aircraft technology for commercial use
(spurred forward by fuel savings claims of 35% for a
contrarotating propfan over a conventional turbofan3) underscores
the need for a solution to this noise problem. The first few
propeller blade passage harmonics are difficult to reduce because
of their low frequency and high forcing levels. Low frequency
acoustic transmission is particularly difficult to block or absorb
given the weight and wall thickness constraints imposed by
fuselage construction techniques. Fuselage panels are necessarily
thin and flexible and are often lightly damped, with resonance
frequencies in the same range as the blade passage harmonics.
Helicopters suffer from similar discrete low frequency noise
problems, where the blade passage frequencies are even lower
(and hence, harder to control) than that found in propeller driven
aircraft, as shown in Figure 1.2.3 (reproduced from Brentner).#
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Although not mentioned as often as discrete noise sources,
broadband noise can also play a role in fuselage interior sound
levels at low speed, low power operating conditions, as reported by
Knowles.5

An additional and extensive review of the subject of
propeller-driven aircraft interior noise is given by Mixson and
Powell.6 The more specific topic of noise transmission through
aircraft panels is reviewed by Vaicaitis, Grosveld, and Mixson.7 A
current methodology to predict the performance of acoustic
treatments installed in an actual aircraft fuselage is given by
Heitman and Mixson.8 These papers show the complexity of the
interior noise problem and demonstrate the degree of success of
current acoustic treatment methods. In the detailed design of an
interior noise treatment, as described by Vaicaitis and Mixson?,
panels have had alterations in mass, stiffness, and damping, and
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fuselage walls have been filled with multi-layered absorptive
materials. Figure 1.2.4 (reproduced from Vaicaitis and Mixson)
displays the breadth and complexity of such acoustic treatments.
It has been found most effective to utilize different treatment
combinations depending on the specific panel or panel region
involved. Considerable noise reduction has been achieved over
most of the frequency spectrum by careful application of these
standard methods. However, additional improvement is still
required at the lowest harmonics of blade passage frequency,
where even sophisticated multi-layer wall treatments are not
adequate. Figure 1.2.5 (also reproduced from Vaicaitis and
Mixson) shows a comparison of measured noise levels in an
untreated aircraft and a prediction of noise levels after acoustic
treatment has been applied. Note that little improvement is
realized below about 200 Hertz.

Beyond the implementation of these basic noise reduction
techniques (adding mass, stiffness, structural damping, and
absorptive material), several other approaches specifically
applicable to this problem have been previously put forth, or are
currently being investigated. These include the careful design of
the periodic structural members of the fuselage and the concept of
intrinsic structural tuning.10.11,12  Another approach involves the
use of a large number of sharply tuned Helmholtz resonators
embedded within the fuselage wall.!3.14 Other techniques include
direct consideration of the propeller as a noise source. One such
possibility is the reduction of propeller noise by controlling the
phasing of multiple propellers.6 Another promising area of current
research is the use of active noise control.15.16 This method seeks
to achieve cancellation of certain acoustic modes in the cabin
enclosure by the introduction of additional canceling acoustic
sources. These sources are intended to actively adjust their
properties to achieve the desired effect.

There is a clear need for a new method to reduce discrete,
low frequency propeller generated interior noise. Such a method

6
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must successfully coexist with the noise reduction methods already
demonstrated to work well at higher frequency, and must also
function within the constraints imposed by fuselage construction
techniques. It would be highly desirable to have a method that
does not entail a significant weight penalty, does not require
precise tuning, and is relatively robust in terms of variations in
operating conditions and environment. Alternate Resonance
Tuning (ART) is a novel approach to low frequency noise reduction
that appears to satisfy these constraints and still be compatible
with current noise reduction techniques. This new approach could
be implemented on existing fuselage structures. Even greater
effectiveness may be achieved with structures intentionally
designed to utilize this method, such as future turboprop designs
or state-of-the-art fuselage trim panels and liners. '

The concept of Alternate Resonance Tuning was developed at
Duke University by Dr. Donald B. Bliss in 1986.17 Many noise
control methods depend heavily on the addition of structural
damping as a means to reduce the motion of surfaces which
radiate noise. ART relies instead on designing paneled structures
which use acoustic cutoff as a means to couple poorly to the
acoustic fields within an enclosure. The method therefore allows
surfaces to move, but in a motion which is prescribed by the
designer. Additional damping is not required to improve noise
reduction performance in a structure provided the structure
follows the criteria outlined below.

Consider a low frequency noise source, such as a propeller
blade passage harmonic, that needs to be suppressed in the
fuselage interior. The forcing frequency will be fixed by the
characteristics of the noise source, and the wavelength will
typically be large compared to most fuselage construction features;
for example, panel sizes, frame spacings, and so forth. The
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characteristics of the interior sound field depend on the possible
modes of motion of the interior wall surfaces. The fuselage walls
could be constructed using a series of panels. These may be panels
normally used in fuselage construction, or a special panel structure
can be introduced on the interior walls. The paneled structure of
the fuselage walls allows the opportunity to control the
wavenumber spectrum of the wall motion and thereby control the
behavior of the interior sound field. Specifically, by judicious
tuning of the structural response of the individual panels, the
wavenumber spectrum of the interior wall motion can be reduced
to the order of the panel size. At low frequency, physically
reasonable panel sizes correspond to wavelengths for which
interior acoustic modes are cutoff; i.e., the modes are evanescent
and nonpropagating. Achieving cutoff will produce a dramatic
reduction in interior noise levels at the propeller blade passage
harmonic.

To achieve cutoff, the panels must be smaller than the
acoustic wavelength at the frequency in question; namely, the
adjacent panels must be acoustically compact. Furthermore, the
motion of adjacent panels must be out of phase and have equal
and opposite acoustic source strength. For equal size panels, it is
thus necessary for adjacent panels to execute equal and opposite
motions. Figure 1.3.1 shows qualitatively the velocity magnitude
and phase relationships for the lowest modes of two appropriately
tuned panels. To achieve this condition, the adjacent panels must
be tuned to have resonance frequencies alternately above and
below the frequency to be attenuated. For this reason the method
is called Alternate Resonance Tuning (ART). Although
complete acoustic cutoff will not be achieved in practice, an
approximate cancellation will still substantially reduce interior
noise levels at and around the particular frequency of interest.

It is important to note that the ART method utilizes the
flexibility and dynamic behavior of the structure to good
advantage, although these properties are not normally beneficial in
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noise control. Whereas traditional noise control methods focus on
reducing the amplitude of wall motion, the ART method focuses on
controlling the shape of the wall motion to break the coupling to
the acoustic interior. Interestingly, the ART method tends to work
better with less damping, since more perfectly out-of-phase panel
motions can be achieved. Transmission loss is obtained by
reflecting the incident sound field, although the individual panels
are neither massive nor stiff.
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Chapter 2
The Four Panel Problem

Many paneled structures are composed of a finite number of
elements or building blocks which are grouped together into a
repeating pattern which covers a structure over a desired area.
Some familiar examples, as noted in Chapter 1, might include an
aircraft fuselage with panels applied over ribs and stringers, a
paneled wall on a railroad car or passenger vehicle, a noise
reducing divider in a building between noisy equipment rooms
and quiet office areas, and a heating/ventilation duct. The
theoretical models presented in this chapter consider sound
transmission through such a wall of panels, as shown in Figure
2.1.1. A wall of infinite extent composed of idealized spring-mass-
damper panels is arranged in a periodic pattern. Note that these
idealized panels are assumed to have a flat, rigid panel element.
Sound waves are assumed to strike the wall at normal incidence
and the acoustic transmission is calculated in terms of the dynamic
properties of the panels. In addition, the analysis considers
placement of a parallel barrier beyond the panel wall of specified
acoustic impedance to simulate reflections within an enclosure.
The panel wall itself is subdivided into identical blocks of panels;
within each block the analysis allows for four panels with varying
dynamic properties. By adjusting the panel dimensions
(wavelengths must be long compared to the panel dimensions) and
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Figure 2.1.1: Panel wall layout with analysis subsection
highlighted with thickened line. Note periodicity assumed
in the wall construction. Panels are labeled in matrix-like
notation.

choosing different dynamical properties for the panels, a variety of
one, two, and three dimensional physical configurations may be
simulated as shown in Figure 2.1.2. The actual number of degrees
of freedom depends on the nature of the velocities of the fluid
close to the surface of the panel array. In Figure 2.1.2, the first
three dimensional pattern will have a horizontal velocity as fluid
sloshes back and forth between panels 1 and 2 and panels 3 and 4.
A vertical velocity is created by similar vibration of panels 1 and 3
and panels 2 and 4. All panels produce fluid motion in a direction
perpendicular to the page by virtue of their oscillation. The
paneled pattern in Figure 2.1.2 repeats indefinitely on the wall,
and the analysis proceeds with a repeating portion of the four
panel geometry extracted and placed in a duct, as shown in Figure

2.1.3.
13
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Figure 2.1.3: Extraction of the panel wall
subsystem and incorporation into a duct.
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Section 2.2: A ic Branch Analysi

The acoustic branch analysis technique is a quasi one-
dimensional treatment which provides a fairly easy method for
obtaining approximate solutions for the behavior of a system as
shown schematically in Figure 2.2.1. Additionally, this method
provides simple results with which more elaborate analyses may
be checked. A brief derivation of the branch analysis result will
introduce terminology, acoustics results, and
nondimensionalization which will be applied to a variety of
problems throughout this work.

With respect to Figures 2.2.1 and 2.2.2, capital subscripts are
applied to pressures on the exterior side of the paneled structure,
while small subscripts are applied to pressures on the interior.
Note that Pj is the uniform normal incident pressure applied to the
panels, and PR is the reflected exterior pressure amplinide.
Similarly, P; is the pressure transmitted through the structure and
present on the downstream side, and Pr is the pressure amplitude
of the reflected wave from the termination impedance Zp. All
pressures are complex quantities. Other alternative pressure
variables apply for different analysis purposes; PA is the net
effective exterior pressure at point A, while Pg is the net effective
interior pressure at point B on the downstream (right of the panel
barrier) side. The duct is of length L from panel barrier to
termination impedance, with a coordinate system located as shown
in Figure 2.2.2. The analysis will solve for the noise reduction
which occurs across the panel barrier. This is equivalent to the
sound pressure level difference in decibels which microphones
would read at locations Mj and Mj; a positive noise reduction is
indicated by a lower sound pressure level at position Ma. The
acoustic loading due to the cutoff modes (inertance or apparent
mass effects) acting on the panels is neglected in the branch
analysis, which significantly simplifies the results. Essentially, the
incident acoustic field is split into separate branches, one for each
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upstream
side

Figure 2.2.1: Schematic of analysis configuration
placed in the duct.

panel as shown in Figure 2.2.2, and these branches are rejoined on
the other side of the panel barrier. At each branch junction
pressure and flow continuity conditions are applied. Shape details
of the individual branches do not affect the results; therefore, a
coordinate system in the plane of the panel barrier is not required
for this analysis.

For the branched panel barrier, note that duct areas on both
sides on the panel barrier are the same; that is,

N
Apa=Ap= Y Aj (2.2.1)

i=1
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where the subscripts denote upstream (A) or downstream (B)
position with respect to the panel wall barrier. N is the total
number of branches considered, or 4 for this analysis. A one
dimensional continuity equation may then be written as

. . N .
Uh et Ay = U ei® Ap = Y, Uj eiot A; (2.2.2)

i=1

The zero subscript on velocities U represents the one dimensional
acoustic mode, or the “zero mode”. Let Zpy; denote the mechanical
impedance of the ith panel. This mechanical impedance is of the
form

Zm =R +i(Mio) + %) (2.2.3)

where R; is the panel damping constant, M; is the panel mass, and
S; is the panel stiffness. Figure 2.2.3 shows a typical

18
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nondimensional impedance versus frequency plot. Note that the
magnitude of the nondimensional impedance approaches a
minimum at the panel nondimensional natural frequency, and that
the real part of this impedance is frequency independent.
Invoking the definition of mechanical impedance along with a
simple force balance on the panel barrier yields

UiZum; = Fi = (P} - Po)A; (2.2.4)

Solving Equation (2.2.4) for U; and inserting into Equation (2.2.2)
yields

N A.2
US A =[P} - PB S AL (2.2.5)
i=14m;
Taking advantage of the fact that Ay = Ap and
19
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vk=fo
Z

the following relationship may be obtained.

B N .2
Po o, =(ph - pB) T AL (2.2.6)

i=1 i

Here ZoB refers to the acoustic impedance looking downstream
from the panel barrier. A derivation of this acoustic impedance
ZoB at the point X = -L begins by assuming right and left traveling
pressure and velocity expressions given by

p(x,t) = Ae i(0t-k0) 4 Bg ilet + kx) (2.2.7a)
u(x,t) = A i@t -k . By it + ko (2.2.7b)
pc pc

Standard acoustic impedance at x and t is defined as

7, =1 (2.2.8)
u(x,t)

At x = 0, the following classic result is obtained after substitution
into Equations (2.2.7).

B_Zv-pc (2.2.9)
A Zp+pc

Substitution into (2.2.7) for X = -L followed by substitution of

(2.2.7a) and (2.2.7b) into (2.2.8), coupled with the use of (2.2.9)
and some manipulation produces
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z}(;)__ chcoskL+1poc sin kL (2.2.10)
PoC cos kL + iZy, sin kL.

= Po

Equation (2.2.6) may be then solved for the ratio of downstream to
upstream pressures adjacent to the panel barrier in Figure 2.2.2 as

3 A
. Ai®
Po___i=17m (2.2.11)

Po AA+
z

“ Mz |

A
\ Zon

However, it is more useful to determine the effective pressure at
the microphone location -Ly; in this manner, the analysis will yield
results which are equivalent to a microphone reading in decibels at
position -Lyp. Note that

B B B
Pm_Po Py (2.2.12)
Ps Po Pp
where
?_&___Zbcosk[L-LM]+ip°csink[L-LM] (2.2.13)

Pg Zy, cos kL + ipgc sin kL

Equation (2.2.13) is obtained in a similar manner as was Equation
(2.2.10). Equation (2.2.12) may then be directly turned into a
noise reduction in decibels as

P P
NR = -10 log |=2| -10 log |-M (2.2.14)
Ph Py




‘A similar methodology can determine the ratio of transmitted to
incident pressure as

pL_(Zotp0) 7o | (2.2.15)
P! Zy 23+pc
where
=22+ Aa_ (2.2.16)
N 2
3 AL
i=1 Z

Here ZyA is the impedance on the left hand side of the panel
assembly. Equation (2.2.12) may be applied for any number of
panels to obtain closed form dimensional results. For example, for
2 panels and an anechoic termination,

P, . Z1+ Zp (2.2.17)
P; Z+ Zz+£—z—2—
pocWH

For four panels and an anechoic termination,

| S 212273+ ZoZaZa+ L3 Za Ly + L L1 Zp
Py I ZoZa+ T2 Za Za+ 23 Za Zy + Za Ty Zp + 212223 24
2p.cWH
(2.2.18)
Sﬂctiﬂn 22 l. nl ” I- . I- lo

Nondimensionalization of the general results presented
above makes use of the nondimensional groupings shown in Table
2.2.1 below. Typical numerical values are based on a square
aluminum panel of length 12" on each side and 1/16" thick. Note
that noncompensated mass ratios place the ART design frequencies

(the frequencies of maximum noise reduction) at @ = 1.0 (two
22
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panel model) and ® = 1.0, 2.0, and 3.0 (four panel model) for the
branch analysis without apparent mass. Compensated mass ratios
place the ART design frequencies at the same frequencies but are
compensated to include the effect of apparent mass loading, which
will be discussed in detail later. Much of the analysis results
presented in this work will use similar nondimensional groupings.

Figure 2.2.4a presents the transmitted nondimensional
pressure ratio py/p1 for both identical and ART tuned panels. For
identical panels with a natural frequency of 1.0, note that the
pressure ratio approaches a value of 1.0 at the natural frequency.
(In the limit of no damping, this pressure ratio would be exactly
1.0 at the natural frequency.) However, ART tuned panels show
pressure ratios much less than 1.0 between the two panel natural
frequencies of 0.5 and 1.5. Both results approach the same
limiting values at very low and very high frequencies. Figure
2.2.4b presents noise reduction results in decibels (dB) for the
same configuration. Both identical and ART tuned panels show
stiffness dominated noise reduction behavior (-6 dB/octave) at low
frequencies and mass dominated noise reduction behavior (+6
dB/octave) at high frequencies.

As mentioned earlier, this technique provides simple results
to check more complicated analyses. While apparent mass effects
are not included (and are an important part of the general solution
of the problem), the branch analysis represents the easiest
analytical way to obtain quantitative results.
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This section presents the analysis of an idealized wall
composed of multi-panel ART subsystems. The set of N panels in
each subsystem grouping is assumed to repeat periodically along
the paneled wall. As mentioned in Chapter 1, if each ART
subsystem contains N panels tuned to N different resonance
frequencies, there can occur N-1 frequencies where the panels
produce acoustic cutoff of the transmitted sound field. This fact
demonstrates the possibility of canceling several propeller blade
passage harmonics in an aircraft application, as demonstrated in
Figures 1.2.1 and 1.2.2, for example.

An infinite wall of panels composed of identical panel
subsystems which repeat periodically in all directions is shown in
Figure 2.1.1. The coordinate system is now located in the center of
the panel grouping, and the panels are labeled in the matrix-like
subscript notation as shown in Figure 2.1.1 and Figure 2.2.1. Note
that this is the same analysis configuration used in the branch
analysis described in Section 2.2.2, except for the coordinate
system location. Suppose each panel subsystem contains four
rectangular panels, with each panel having height H and width W,
as shown in Figure 2.2.1. As before, each of the four panels can
have different dynamic properties; however, other cases involving
subsystems with one, two, or three panels can be recovered by
defining various combinations of the panels to have identical
dynamic properties.

The analysis of normal incidence acoustic transmission
through such a paneled wall has been accomplished using a
number of analytical methods. The most efficient method first
considers the forces associated with the motion of a single panel in
each subsystem with the other panels held fixed. The
corresponding forces associated with the other panels can be
deduced from the symmetries of the problem. The general
acoustic field for arbitrary panel motions can then be constructed
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using superposition. The dynamics equation for each panel
determines the relationship between the acoustic pressure on each
panel and the resulting panel velocity. For simplicity, as in the
branch analysis, the panel dynamics are modeled in terms of the
impedance of an equivalent spring-mass-damper system as
previously described by Equation (2.2.3).

The acoustic pressure p(x,y,z)e 10t satisfies the reduced

wave equation
2 2
Vp + (@/c)p=0 (2.3.1)

The acoustic velocity vector is [u(x,y,z)i + v(x,y,z)j+ w(x,y,z)K] e iot,
The x-component of the acoustic momentum equation is

iou=-1% (2.3.2)
P ox

Therefore the velocity component u(x,y,z) can also be shown to
satisfy the wave equation

viu + (0/c)u =0 (2.3.3)

Now consider the motion of the panel denoted by “12”
located in the first quadrant, as shown in Figure 2.2.1, with the
other panels held fixed. The panel velocity mode shape is given by
®(y,z). With the other panels held fixed, the velocity boundary

condition on the panel wall (x = 0) for the acoustic field is given by

o(y,z) for0<y<WandO<z<H
0 for W<y<Oandfor-H<z<0

@(y, ) = (2.3.4)
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Since the panel subsystems are identical, ®(y, z) = ®(y + 2W, z) =
®(y, z + 2H) = ®(y + 2W, z + 2H). The periodic function d(y, z) can
be represented by a Fourier series of the form

D(y, z) = agy + mgl n;am sin ‘m;;y) sin (D@L) (2.3.5)

For the present analysis, the panels are assumed to move
as rigid spring-mass-damper panels; therefore, ¢(y,z) = constant =
1.0*Ujo. The Fourier series for the velocity boundary condition

then takes the form

up0Oxy) = Yz U2y 1 gp2n-bry
’ 4 T p=1(2n-1) W

+Hl.2. Y 1 sin (2m-1)nz

T m=1(2m-1) H (2.3.6)
+le ) 4 sin (2n-1)ry sin (2m-1)nz
72 m=1n=1(2n-1)(2m-1) w H

Since u(x,y,z) satisfies the wave equation subject to the boundary
condition u12(0,y,z) given above, the solution is

up0xy) = U2ekox U123 1 sin GA-DEY o -kaux
4 T p=1(2n-1) W

JUy 1 @mDAz, e

T m=1(2m-1) H (2.3.7)
Uuy s 4 @by g @mbez
1!2 m=1 n=1 (2“‘1)(2“1'1) W H

The wave numbers in this expression are given by
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kop =k = @ (2.3.8a)

_ 2n-D=n 2 2
Kon —\/——W——] - [¢] (2.3.8b)
_llem -1 np 2
kmo = \/ [——ﬁ_ - 9] (2.3.8¢)
kmn'—"\/[(zm - 1) n]2+ @n-1=x
H

= }2-[%]2 (2.3.8d)

Note that the panels are assumed to be acoustically compact and
that only the one-dimensional mode propagates; thus wH/c and
oW/c < =.

The x-component of the momentum equation can then be
integrated to obtain the corresponding pressure solution

(O,X,Y) = pcflz e oo X + impUlZ Z 1 sin (Zn-l)nx‘ e’ kor

T j=1(2n-1)kon w
4iopUi2 5 1 gin @M=Dz . ko x
T m=1(2m-1)kmo H (2.39)
JdopUnz 5 5 4 gin 20Dy o @m-Drz oy,

12 m=1n=1(2n-1)(2m-1)knn

The next step in the derivation is to determine the forces
on each panel in the array due to the motion of panel 12 by
integrating the pressure expression over each panel surface. Let
Fijk! be the force on panel ij due to the motion of panel kl. Then

l:‘ijlz =2 II p12(0+,y,z)dydz (2.3.10)
A
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where A1, indicates the surface of panel 12 (referring to Figure
2.2.1); the factor of two in front of the integral accounts for
radiation from both sides of the panel. Carrying out the
integrations for the forces induced on each panel by the motion of
panel 12 yields

F1212 = 2pcWH [4L +Sh+Sm+ Smn] Uiz = Cs Uz (2.3.11a)
F11'2 = 2pcWH i- - Sn + Sm - Smn| U2 = CwUj2 (2.3.11b)

Fj,'? = 2pcWH 3; + Sy - Sy - S| Ur2 = Cy Upz (2.3.11¢)

Fy,'? = 2pcWH i“ - Sy - Sm + Sma| Ur2 = Cp Up2(2.3.11d)

where

S, = 2k ¥ 1 (2.3.12a)
n2 n=1 20 - 1)? kon

Sy = 2k ¥ 1 (2.3.12b)
%2 m=1(2m - 1) kmo

oo o0

= 16ik ¥ ¥ 1 (2.3.12c)

mn =
n* n=lm=1 (2 - 1? 2m - 1% kmn

Problem symmetry and superposition now allow these
results to be generalized to the case where all panels are in motion.
Let Fjjbe the total force on panel ij due to the motion of all other
panels. In general, it can be deduced that
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Fij =Ulldlj1 +U12C‘1]2+U21C‘51 +U22Clzjz (2.3.13)

The coefficients Ckjli are related as

= Ci3= Gi= Cy= Cs (2.3.14a)
1= Cip= 1= Cip= Cw (2.3.14b)
h= Cih= Cii= Cip= Cp (2.3.14c)
= C3= Cii= Ci= Cu (2.3.14d)

Therefore, the acoustic forces due to panel motion can be written
as

F11 = UpiCs + Up2Cw + U21Cx + U22Cp (2.3.15a)
Fi2 = Uy Cw + Up2Cs + U1 Cp + U22Ch (2.3.15b)
F21 = U11Cx + U12Cp + U21Cs + U2Cw (2.3.15¢)
Fy = Uy1Cp + Uj2Cx + U21Cw + U22Cs (2.3.16d)

In the complete problem, acoustic forces also arise from a pressure
wave striking the panel barrier at normal incidence. By the
principle of superposition, the wall can be treated as rigid when
including the effect of this incident pressure. The resulting wall
motion, actually in response to this pressure wave, can be treated
separately using the solution developed above. The appropriate
wall response due to this forcing is then found by analyzing the
dynamics of the panels; the latter is contained in the panel
velocities. The right traveling incident wave, striking the panels at
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x = 0- and reflecting as if from a rigid wall, has amplitude Pr. The
corresponding pressure field is 2Pj cos(kx) e iot where the factor
of 2 accounts for double amplitude due to the reflection from a
perfectly rigid wall, and the resultant pressure is the real part of
the complex pressure and harmonic in time. Note that adding the
previous pressure field solution due to panel motion corrects the
reflected pressure to its actual value and accounts for the
transmitted wave. The force exerted by the incident wave and its
perfect reflection on each panel is 2PfWH. The net acoustic force
on a given panel is therefore

FNet;, = Fjj + 2Pi{WH (2.3.17)

The above results are used in the force balance equations
for the panel motion. Suppose each panel is modeled as a spring-
mass-damper system of mass M;j connected to a rigid frame by a
spring constant Sij and a damper Rjj. The net force and velocity of
each panel are related through the mechanical impedance Zij as

Fnij = Zjj Uij=[Rij+i(mMij - Sij/m)]Uij (2.3.18)

Writing out this equation for each of the four panels yields a
system of coupled equations for the panel velocities

((Z11+Cs) Cw Cy o 1fun] [ 2PWH ]
Cw (Zn2+GCs) & Gu Uiz | _ 2P{WH
Cu G (@Zn+GCs) Cw U2 2PifWH
L O Cu Cw (Zn+Cs)lLUz] L 2PWH |
(2.3.19)
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In general, it is necessary to solve this equation numerically.
However, one closed form result for the full problem will be
mentioned later.

Having solved the governing equations for the panel
velocities, the pressures upstream and downstream can be
computed and the noise reduction across the wall can be
determined. It is readily shown by superimposing the earlier
results for the motion of a single panel that the net transmitted
one-dimensional pressure wave (x > 0) is given by

Pi-D (x,y,z) =P ei(mt - kx) — %S[Ull + Uz + Uz + U22] ei(mt - kx)

(2.3.20)
Similarly, the one-dimensional wave field on the incident side (x <
0) is given by

P1.p(x,y,z) = 2P cos(kx) ei®! - 94£[U11 + Upp + Ugy + Upg eiet - k)

(2.3.21)
These expressions can be used to determine the noise reduction
across a paneled wall. Note that the above expressions do not
include the higher pressure modes in the near field of the wall.
These modes are less important from a noise standpoint because
they decay exponentially and are nonpropagating; the effect of
these modes has been included in the solution for the panel
motions.

As mentioned earlier, certain relatively simple closed form
solutions can be obtained for special cases of the above analysis.
One such case involves a panel subsystem with only two types of
panels. Consider the particular case of two-dimensional panels of
height H with unit width. After considerable work it is possible to
show that the ratio of transmitted pressure to incident pressure
takes the form
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P, _ (Ze + Ze2) (2.3.22)
Pl (Zg+Ze) + Ll - {907, + 7))
pcH 2pcH

where Ze1 = Z1 + iom, and Zep = Z2 + iomg, are equivalent net
mechanical impedances, with the impedances Z; and Z being the

mechanical impedances of the two types of panels. The quantity
mja is analogous to an equivalent hydrodynamic mass associated

with the higher order evanescent pressure modes produced by the
out-of-phase components of panel motion, and may be expressed
as

ma

21
- 16PCH Z 1 [([2n-11ﬂ0)2 - 1] /2 (2.3.23)
720 n=1(2n - 1)2L 20H

Note that Equation (2.3.22), with ma = 0 recovers the branch
analysis result for a two panel system. The four panel model will
effectively yield this result when neighboring panels are designed
with the same dynamical properties.
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Section 2.4.1; Two Panel Resul | Di :

Figure 2.4.1 shows a noise reduction prediction in decibels
plotted against nondimensional frequency for identical and ART
tuned panels. Parameters are as shown in Table 2.2.1 under
“Noncompensated 2 Panel Model”. (Panel mass compensation is
addressed later in this section.) These parameters correspond to
square aluminum panels measuring 12" on a side, having a
thickness of 1/16". As with the branch analysis, both panel
systems show similar stiffness dominated noise reduction behavior
at low frequencies (-6 dB/octave) and mass dominated noise
reduction behavior (+6 dB/octave) at high frequencies. At a panel
natural frequency, that particular panel will appear acoustically
transparent in the limit of zero damping. Between the frequencies
of 0.8 and 1.2, the ART contribution to noise reduction is greater
than 20 dB. This result differs only slightly from the branch
analysis result in that the peak ART noise reduction frequency has
decreased slightly, as shown in more detail in Figure 2.4.2. This is
due to the additional mass loading of the fluid surrounding the
panels. From a practical viewpoint, the frequency regime around
= 1.0 + 0.2 indicates a fairly large noise reduction bandwidth; that
is, a frequency regime where the noise reduction is greater than a
certain amount (in this example, about 20 dB). This fact may be of
value in reducing large sound levels at slightly varying
frequencies; for example, a slightly varying propeller blade
passage frequency due to propeller gust loading. The large noise
reduction bandwidth phenomenon also indicates the robust nature
of this tuning method.

The solution of the governing equations for panel complex
velocities permits the extraction of phase data for the individual
panels. Figure 2.4.3 shows the theoretical phase difference
between the two ART tuned panels including apparent mass as a
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function of nondimensional frequency. Here, the damping ratio
has been fixed to 0.01, and as a result of this low damping, much
of the frequency domain between the natural frequencies 05 < o<
1.5 shows almost perfect out-of-phase behavior. Figure 24.4
shows panel velocity magnitude relationships, where the velocity
magnitude is relative to a constant amplitude of incident pressure
P;. (This differs qualitatively from the concept of Figure 1.3.1,
where panel velocities are sketched relative to constant forcing.)
The panel velocity magnitudes are equivalent at just below o = 1.0,
which corresponds to the “ART design frequency”, or ®WART-
However, as shown by Figure 2.4.1, significant noise reduction can
occur at nondimensional frequencies where the panel velocity
magnitudes are somewhat different. Figure 2.4.4 indicates that the
panel motions are coupled to the surrounding pressure field in a
frequency dependent manner. Note that at the individual panel
resonances, the non-resonance panel velocity is at a minimum.
Again, at a natural frequency, a panel will appear almost
acoustically transparent, and nearly all of the sound transmission
will occur through that panel.

Section 2.4.2: A | Noninteracting Noise Redueti

In order to observe the true contribution of out-of-phase
motion to noise reduction across the panel configuration, it is
necessary to compare the ART data to an idealized case where only
uniform panels are used, and the resulting acoustic fields do not
interact, as shown in Figure 2.4.5. This comparison allows the
mass law and stiffness law effects associated with moving the
panel resonance frequencies apart to be separated from the effects
of acoustic cancellation or cutoff which are central to the ART
concept. Such an averaged noninteracting noise reduction (ANNR)
may be derived for N panels as

-(mz)i(m)/1 o

N
(NR)aNNR(®) = 10 logN) - X 10 (2.4.1)

i=1
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Figure 2.4.3: Theoretical phase difference in
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Figure 2.4.5: Averaged Noninteracting
Noise Reduction (ANNR) schematic.

Figure 2.4.6 shows the two panel ART noise reduction plotted with
the ANNR result. Note that the ANNR result is intuitively
satisfying, since its behavior is stiffness and mass dominated at
low and high frequencies. ANNR also reaches a minimum at
resonance frequencies, and this noise reduction minimum for
identical panels is slightly better than the ART minimum since
ANNR has another set of panels (the higher resonance frequency
set) contributing to the noise reduction effort. However, ART still
indicates a true maximum noise reduction increase of 20 dB or
more between the panel natural frequencies, depending on the
desired size of the noise reduction bandwidth.

Section 2.4.3: Four Panel Resul | Discussi

Figure 2.4.7a shows the pressure ratio pi/p1 for both
identical panels tuned to wp = 1.0 and ART panels tuned to wp =
0.5, 1.5, 2.5, and 3.5. Other parameters are as listed in Table 2.2.1.
All previous comments with respect to pressure maxima and
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Figure 2.4.6: Two panel ART noise reduction plotted with
Averaged Noninteracting Noise Reduction (ANNR) with
apparent mass.

minima, mass and stiffness domination, and acoustic transparency
apply here. However, Figure 2.4.7a demonstrates the ability of an
ART tuned panel array with four different panel tunings to cancel
three frequencies. (Measurements by Woodward on a scale model
SR-7A high speed propeller have shown that the tonal content of
the propeller noise spectra was typically limited to the first three
harmonics, with higher tone orders either not present or masked
by broadband background noise probably produced by the flow
over the microphone.18) Figure 2.4.7b shows the equivalent data
as a noise reduction in decibels. Again, note the fairly wide
bandwidth of noise reduction at 20 dB, indicating the robustness of
the tuning method. With four panels, the apparent mass loading
becomes more important, especially with respect to the higher
natural frequency panel since this panel has the lowest mass. The
lowest ART cancellation frequency displays the greatest noise
reduction simply because these lower frequencies are more cutoff
due to their longer wavelengths; restated, the panels are more
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Figure 2.4.7b: Four panel ART and identical panels
noise reduction predictions with apparent mass.
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acoustically compact at lower frequencies. Figure 2.4.8 shows the
same ART configuration plotted with the ANNR results for four
panels, showing a true maximum gain in noise reduction of at least
15 dB at wsrT = 3.0 and at least 20 dB at warT = 1.0 over the

identically tuned system.

Section 2.4.4: M Ratio Optimizati

Figure 2.4.9 shows the ART four panel model results plotted with
and without the apparent mass loadings. Note that the data
without apparent mass is equivalent to the branch analysis results
discussed earlier and presented in closed form via Equation
(2.2.18). Both calculations have input data which should set the
ART cancellation frequencies at wart = 1.0, 2.0, and 3.0. However,
in the case of the simulation with apparent mass, the additional
loading of the fluid surrounding the panel adds mass, and thereby
reduces the natural frequencies of the combined panel/fluid
system. It is generally desired to place the maximum ART
cancellation frequencies at specific values in order to attenuate
harmonics of the fundamental frequency, or to be able to control
precisely the frequencies at which noise reduction will occur. This
can be accomplished by altering the panel natural frequency,
stiffness, or mass. Mass ratio (that is, the ratio of any panel mass
to a reference panel mass in the panel array) optimization is
chosen because this method is successful in laboratory simulations.
Iteration of the four panel theory via a multi-dimensional Newton-
Raphson method with equations of the form

(muAsl;:;d i wcn'}?;rm) =

a[&
3 Pl
3 d(MR); (2.4.2)
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yields three equations with three unknowns, one for each mass
ratio. The mass of panel 11 is held fixed at 1.0, and the numerical
solutions to Equation (2.4.2) are the adjustments to the current
mass ratios MR;j to bring the ART maximum cancellation
frequencies closer to the desired value. Equation (2.4.2) is iterated
until convergence within 0.001 nondimensional frequency is met.

Of particular interest in this problem is the efficient
location of a minimum of a function within specified bracketing
limits. The four panel pressure ratio plotted in Figure 2.4.7a shows
an approximately parabolic and well-behaved function which is at
a minimum when noise reduction is at a maximum. Brent's
method provides an effective and quick scheme for finding minima
in such situations.19 Parabolic interpolation using three points is
attempted first, using the panel natural frequencies which bound
the minimum and a midpoint between them as initial guesses. If
the parabolic steps become nonconvergent in finding a minimum,
the routine switches to a golden section search. In the worst case,
the routine alternates between these two methods until a suitable
minimum is found. In practice, this method found a pressure ratio
minimum between panel natural frequencies in about five to ten
attempts, and generally found the optimum mass ratios after three
to five iterations of Equation (2.4.2). The initial guesses for the
mass ratio values were obtained using MACSYMA to solve three of
the four Equations (2.3.19) with Cs = Cw =Cy = Cp = 0.0, and
freezing the mass ratio of panel 11 at 1.0.

Figure 2.4.10a shows the full four panel theory with and
without compensated mass ratios. Note that the peak ART noise
reduction values align to warT = 1.0, 2.0, and 3.0, and the peak
noise reduction values increase. To further show the sensitivity of
the four panel theory on panel size and apparent mass, Figure
2.4.10b shows noise reduction prediction data for panels similar to
the type used in the laboratory confirmation experiments (see
Chapter 5). Here, the panel is assumed to be square and 4" on each
side, and the panel mass is approximately 1 gram. Apparent mass
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effects are consequently much more evident, as the
uncompensated ART data shows that the peak noise reduction
frequencies have severely dropped due to a higher apparent
mass/panel mass ratio. Figure 2.4.10c shows a comparison of the
values of the mass ratios for the previous two figures. Both
noncompensated noise predictions begin with the same panel mass
ratios. The compensated mass ratio values are then compared in
the legend. As the panels with the higher natural frequencies and
smaller size are less massive, the mass ratio optimization
procedure compensates by adding more mass to the smaller
and/or lighter panels.

Finally, Figure 2.4.11 shows the magnitude of the
nondimensionalized apparent mass sums as a function of
nondimensional frequency for the standard parameters as shown
in Table 2.2.1. Note that panels horizontally adjacent and
vertically adjacent have the same apparent mass contributions to
the governing Equations (2.3.19); that is, Cw = CH. Equivalently,
from Equation (2.3.12), Sp and Sy are identical. This again is a
consequence of the symmetry of the problem. The apparent mass
sums shown in Figure 2.4.11 are the coupling terms appearing on
the off-diagonal elements of the linear system denoted by
Equation (2.3.19); their contribution to the full problem by
coupling panel motions to the surrounding pressure field increases
as frequency increases. Also, note that adjacent panels produce
stronger coupling through the apparent mass than diagonal panels.
This phenomenon is readily explained by the perimeters matching
along a line for adjacent panel boundaries and only matching at a
point for diagonal panels. Adjacent panels slosh fluid from each to
the other, and are thus more highly loaded than panels meeting at
just a point. In the latter case, much less surrounding fluid is
shared by diagonal panels in the sloshing motion.
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Secti 2.4.5. Model P Studi

Having established the basic acoustic behavior of the four
panel system with identical and ART tuned panels, parameter
studies with the ART tuned system can establish performance
expectations over a wide range of conditions. Figure 2.4.12 shows
the effect of varying panel damping on the ART model. Increasing
panel damping ratios reduces the peak ART noise reduction values
and increases the minimum noise reduction at the panel
In effect, adding more damping makes the system less
acoustically transparent at resonances. However, Figure 2.4.12
clearly shows that a comfortable noise reduction bandwidth of
about 20 dB can still be maintained around the ART design
frequencies +0.2 nondimensional frequency. This is again an
indication of the robust nature of the method.

resonances.
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2.4.12: Parameter studies with the four panel
varying the panel damping ratios as indicated
Nonadjusted parameter values remain as

listed in Table 2.2.1.

60
)
2
= 40
2
3 30
Q
(-4
o 20
W
.2.
10
0
Figure
model

50t

- c = 1125 ft/sec
- — - = ¢ = 2250 ftfsec
— — = ¢ = 4500 ft/sec
‘ ]
. | :
| : 3
AW W, -
-\ l ‘T\\ ‘, ) .
B -
: \‘\ / ! \} i
. /’ \“V: T \\, L {\\j/, i
C / v/ ~ .
- M \j \4 \"/ ;
0 1 2 3 4 5
Nondimensional Frequency
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Figure 2.4.13 shows the effect of the variation of sound
speed on the model. Increasing sound speed tends to reduce cutoff
behavior and causes the ART cancellation peaks to become
sharper. It is similar to variation of panel damping also in that
minimum noise reductions at panel resonances decrease. Note that
this is only an exercise in variation of a parameter in the computer
code; physical panel systems under atmospheric loadings would
not experience this degree of sound speed variation. It does
indicate that different behavior might be expected if this tuning
scheme were to be used in water, for example. However, the latter
scenario would drastically increase the fluid loadings on the
panels, and would require different analyses.

Figure 2.4.14a shows variation of the panel aspect ratio
while holding apparent mass loading fixed. This is clearly a higher
order effect, as shown in Figure 2.4.14b, which shows a detail of
the frequency regime around the highest ART frequency. This
behavior shows that as the panel becomes smaller, apparent mass
loading plays only a small effect on the higher natural frequency
panel, as shown in Figure 2.4.14b.

Figures 2.4.15a and 2.4.15b show more of the coupling
between apparent mass and panel aspect ratio. Figure 2.4.15a
shows variations in apparent mass loading by varying the density
of the surrounding fluid from normal air density to eight times
normal air density with a panel aspect ratio of 1.0. As can be
expected, the less massive panels are more affected by the
increased loading, and the noise reduction bandwidths begin to
narrow with higher fluid loadings. The prediction for eight times
normal air loading in Figure 2.4.15a even shows the emergence of
an additional noise reduction peak at a frequency slightly above
the highest ART cancellation peak. This might be viewed as a
"spring-like" inertance effect of the fluid around the panel. Figure
2.4.15b shows the same variations in apparent mass loading on
panels with W/H = 0.25, and the inertance effect is less prominent.
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Figure 2.4.15a: Parameter studies with the four
panel model varying the apparent mass loading
parameter as indicated above. Panel aspect ratio
WH = 1.0.
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Figure 2.4.15b: Parameter studies with the four
panel model varying the apparent mass loading
parameter as indicated above. Panel aspect ratio

W/H = 0.25.
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Figure 2.4.16: Paramecter studies with the two panel
model varying the higher panel natural frequency
as indicated above to increase the noise reduction

bandwidth. Nonadjusted parameter values remain

as shown in Table 2.2.1.

Figure 2.4.16 shows how spreading the panel natural
frequencies apart can effectively increase the noise reduction
bandwidth. This application may hold promise for noise problems
which are both narrowband and broadband, as mentioned by
Knowles.20

Figures 2.4.17a and b show the effect of variation in the
termination impedance in the four panel model. Figure 2.4.17a
varies the real portion of the termination impedance from anechoic
(Zp = 1.0 + i0) to (Zp = 8.0 + i0) by successive doubling. Note that
the duct is 10 panel widths long and the microphone is placed at a
position 7 panel widths downstream. The noise reduction
predictions now become contaminated by the reflected wave.
However, the ART noise reduction peaks clearly remain intact,
although the effect of “hardbox” frequencies can be seen,
intertwined with the minima associated with panel natural
frequencies. These hardbox frequencies are denoted by2!
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ES | { 1 VI (2.4.3)
2Lduct

fm
where m is an integer. In nondimensional terms, Equation (2.4.3)
becomes

O = (2.4.4)
™ 5,84

For the parameters shown in Table 2.2.1, this means that noise
reduction minima will occur at frequency multiples of 0.561 (as
well as at panel natural frequencies), and close examination of
Figure 2.4.17a shows this to be the case. However, an interesting
feature of the ART method is its ability to work at a hardbox
frequency; examination of both Figure 2.4.17a and b shows that
while the hardbox frequency at @ = 2.80 is visible, is still
effectively attenuated in the surrounding frequency regime by the
ART concept. Additionally, Figure 2.4.17b shows wider variations
in the downstream termination impedance, from (Zp = 1.0 + 10) to
(Zp = 50.0 + i0). However, any termination impedance equal to or
harder than (Zp = 10.0 + i0) looks essentially the same. However,
care should still be exercised in this regard; placing a hardbox
frequency exactly at an ART design frequency in a single panel
wall-duct configuration will deteriorate performance
unnecessarily.

Noise attenuation has been shown to be enhanced by
increasing the panel damping in a structure.22 Figure 2.4.18a
shows that while the ART concept is more effective at lower values
of the damping constant {, it can still contribute to noise reduction
in structures with higher damping. The noise reduction around the
panel natural frequency regime ¢ 0.20 has remained nearly the
same despite increased damping. Figure 2.4.18b compares a very
highly damped ART noise prediction (L = 0.4) to the ANNR noise
prediction for uniform panels with the same damping; ART still
outperforms uniform panels, as can clearly be seen. Note that the
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Figure 2.4.17a: Parameter studies with the four panel
model varying the real part of the nondimensional
termination impedance Z as indicated above.
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Figure 2.4.17b: Parameter studies with the four panel
model varying the real part of the nondimensional
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Figure 2.4.18a: Parameter studies with the four panel
model for high values of damping as indicated.
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Figure 2.4.18b: High damping comparison ({=0.4)
of ANNR and ART noise reduction predictions.
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lowest frequency portion of the ANNR calculation occurs at the
lowest panel natural frequency o = 0.5, another indication that low
frequencies are the most difficult to attenuate. Figure 2.4.18b
suggests that the ART concept might also be integrated with other
noise reduction techniques such as increased damping.

Finally, Figures 2.4.19a and 2.4.19b show a comparison
between tuning configurations as indicated in Figure 2.1.2. The
data was generated by moving panel natural frequencies with
their associated mass ratios to match the possible tuning patterns
from Figure 2.1.2. Note that when apparent mass is compensated
using panel mass ratio adjustment, the different systems behave in
remarkably the same way. Only the highest ART cancellation
frequency (due to the combination of lowest mass panel with the
highest natural frequency) is affected in a noticeable way. Minor
mass ratio compensation could clearly be done on any
configuration, and effectively locate the noise reduction
attenuation maximums at any frequency region desired.

57



60 - 1. ] |
- pattern 1
. — - - pattern 2 |l
50 ‘ — — - pattern 3
40 ;
30

20

Noise Reduction (dB)

il il 1 05 1 VI T W

VL

|

1 2 3 4
Nondimensional Frequency

A
WA
\/

.—//
-\\

10

TiVd LER BRI

1111

o
(V]

Figure 2.4.19a: Comparison of tuning methodologies
for the four panel model using the 3 patterns
indicated in Figure 2.1.2.

60 t [l |
L pattern 1
' — - - pattern 2 §
) 50 - — — - pattern 3
3 L
40 [ g <. ~ .
[=] 5 -
-2 N .- - \ j
° — ~Tw~
3 30 ]
(3] - -
e s ]
o 20t .
] [ p
Z F :
10t .
ot ]

2.9 2.94 2.98 3.02 3.06 3.1
Nondimensional Frequency

Figure 2.4.19b: Enlargement of noise reduction

results around ART cancellation nondimensional
frequency = 3.0 to highlight subtle differences

between tuning strategies. Patterns as in

Figure 2.1.2.



Chapter 3
External P Field Modeli
Section 3.1: Intreducti

The purpose of this investigation is to determine the
effectiveness of the ART concept under an external propagating
pressure field such as that which might be associated with
propeller passage by an aircraft fuselage. Figure 3.1.1 shows a
schematic representation of a typical aircraft cross section near the
propeller plane. Associated with the motion of the propeller near
the fuselage is a pressure wave which sweeps by the fuselage
panels at some frequency and wavelength which is related to the
engine operating speed and propeller characteristics. (Nallasamy,
et. al., have shown experimentally that the measured acoustic
pressure signal in the plane of the propeller is very closely
sinusoidal at a number of blade pitch angles.23) In general, the
problem deals with modeling the interaction of fluid and structural
components within the realm of ART tuning.

Section 3.2: Analysis Derivati

The physical schematic for the system is presented in Figure
3.2.1. The analysis configuration consists of a two-dimensional
duct, where the position of the coordinate system is shown in the
lower left hand side of the schematic. A linear array of Q panels,
each of height H, is placed along the z axis at the location x = 0. For

59



xe=2[d+11]tanl—&9-
2 B

4B =number of
blades

Figure 3.1.1: Front view of aircraft fuselage showing
relative locations of propeller and panels in the propeller
plane. Dimensions for aircraft used in computational cases
are given in Table 3.1.1.
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convenience, these panels are modeled as standard acoustic
spring-mass-damper impedances. Note that these Q panels may be
tuned in any manner. For example, a standard ART tuning of 2
panels per ART panel pair may be used (one panel has a low
natural frequency, and the second panel has a high natural
frequency) or more complex tuning arrangements may be used
where n panels have n different tunings, where the only constraint
isn ¢ Q. The choice for the panel tuning methodology is not
required at this point in the analysis. The termination impedance
for the duct is considered to be anechoic. A propagating external
pressure is present on the exterior side of the panel wall barrier
(at x = 0-) and is of the form

Pex = Peei(®t - k) (3.2.1)

This pressure is assumed to be sweeping past the panel array, as
shown in Figure 3.2.1.

The analysis begins by considering that one panel of the Q
total panels is raised on both the duct and an associated image
duct. For the duct,

f(z)=0,QH=2z2rH
f(z) =1, tH2z2 (r-1)H (3.2.2)
f(z) =0, (r-1)H2220

where r is a panel counting integer 1 < r< Q. Similarly, for the
image duct

f(z)=0,02z2 -(r-1)H
f(z) = 1, (r-1)H 2 z 2 -tH (3.2.3)
f(z) =0, tH2z2 -QH

A Fourier series representation of these raised panels on both the
duct and the image is then given by
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f(z) = 1y 2 (—‘l— cos ﬂl‘-(r - 1—)) sin (Q—E—)) cos (ﬂﬂ) (3.2.4)
Q n=1 nz Q 2 2Q Q‘I

From hence forth, one need not consider the image duct in the
analysis. The velocity representation for the raised panel on the

duct is then assumed to be

v(0,2) =0,QH=2z2>rH
u(0,z) = Ugei®t, tH2 z 2 (r-1)H (3.2.5)
u0,2) =0, -HNH 2220

Using the Fourier series representation in Equation (3.2.4) above,
the general velocity ur for panel r is then compactly written as

P

(3.2.6)

u(0,z,t) = Urei®

The modal velocities up(x,z) in the duct satisfy the linearized two-
dimensional wave equation

aZUn azlln 2
+ +kup =0 (3.2.7)
ox?  9z2
where
ug = elkox 5 ko =%1 (3.2.8)
and
up = eiksx 5 ky= @3-(11&)" (3.2.9)
c2 \H



Note that the mode zero velocity, denoted by Equation (3.2.8),
always propagates. The higher modal velacities, denoted by up,
contain the wavenumbers kp; some of the ky are cut off, while the
remainder propagate. The frequency of cut on for the nth mode
may be described as the solution to

(o=o(&ﬂ_l~) (3.2.10)

Similarly, at any given o, the maximum propagating mode will be
denoted by the numeric truncation of

wQH (3.2.11)

n=-—-

neC

Mode numbers up to and including this truncated value for n will
propagate. All higher modes will be cut-off. For convenience in
the remainder of the derivation, the truncated value of n
represented by Equation (3.2.11) will be denoted as nlow.
Similarly, an integer value of nhigh will be defined where nhigh =
nlow + 1.

The velocity contribution from the rth single moving panel at
any point in the duct is then denoted by

ur(x,z,t) = Urei®t 4(12— g -ikox

e - 1) sin 0 o o)

nlow

+U.eiot -ikix {4
U,e (,;1 e (M cos

~ [MODEs-1
+U et Z e-kax {4 cos ﬂﬂ-(r - 1—) sin m‘-))cos (1‘—151)
n=nhigh nx Q 2 2Q QI

(3.2.12)
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In this formulation, the modal wavenumber kp is forced to be a
positive real number at all times. Therefore, for propagating

modes,
KR=q/9 -(M)2 (3.2.13)
¢z \QH

while for cutoff modes,

kS = (mL)2 mzi | (3.2.14)

c

Application of the momentum equation in the x direction

p(x,z,t) = -iwp [ u(x,z,t)dx (3.2.15)

results in an expression denoting the pressure contribution by the
rth moving panel at any location in the duct. Specifically,

pr(x,z,t) = Uel®t P ,-ikox

s[5 s & o i - 1) sin 3] o oz

n=1
MODES-1 ; .
+U,ei®t 10D pkax (—4— cos (% - 1—)) sin {M)) cos (DJLL)
n=nhigh Kn nx Q\ 2 2Q QH

(3.2.16)

Only the cut on pressure modes will contribute to the overall
complex acoustic pressure far down the duct. In the panel array
near-field, however, the resultant pressure is a combination of the
cutoff evanescent modes and propagating modes.
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Next, an expression is required to obtain the forces on each
panel in the panel array. Conceptually, panel r will cause a force
on panel s, where s is another panel counting integer operating
over the same limits as r. The general sign convention shall be
that a positive panel velocity will effect a negative panel force.
Additionally, the effect of the external sweeping pressure must
also be included. This may be expressed as

Fys = -Aj p(x=0+,z,t)dz + f Peydz  (3.2.17)
panel limits panel limits

The variable A = 1 to account for hydrodynamic loading on
only one side of the panel array; A = 2 allows for hydrodynamic
contributions on both sides of the panels. Setting A = 2 and
allowing only one acoustic mode to be present (the one
dimensional mode) along with a long wavelength for the external
pressure forcing allows the recovery of the branch analysis results
presented in Chapter 2 as a check of both analysis and coding
accuracy. If the external sweep forcing is assumed much greater
than the hydrodynamic loading, it can be expected that the
solutions for A = 1 or 2 will not differ greatly except at the panel
natural frequency (in this general frequency regime the panel
velocities are the greatest) and perhaps at the ART frequency,
where the out-of-phase motion of the ART panel pairs causes a
different hydrodynamic loading on the panels. Allowing x = 0+ in
Equation (3.2.16) above and integrating along individual panel
limits defined by s yields
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F, = -AU; e"’" ""’ H

- nlow wp 8QH 1
-AU,e (nzl ) ((M)2 cos r - )) sin (—E)):os

1)

MODES-1
-AUgeiot] Y 1op (SQH cos r - 1—)) sin (ml)}os 1—
n=nhigh kc m'-')z 2
(3.2.18)

where use has been made of a standard trigonometric identity to
simplify the expression. Note that the integration described above
is a piecewise application of orthogonality. Next, the integration of
the pressure term shown in Equation (3.2.1) is also considered
over each panel in the array as

rH
j P eilot - kez) = IPe giot (o -ikaH (1 - eikH))  (3.2.19)
(r-DH

[

The following definitions may now be made for notational

convenience.
nlow
1 |_8 .1 10 qin2 (0
prop g. kp ( cos (ng(r 2 )cos (D(-g-(s 2)) sin (ZQ)

(nx)’

(3.2.20)
MODES-1
B = 1 (-8 r-l—)cos( s-l-)sinz(m;')
cut n=§igh k: ((nn)z cos (%{ 2} ﬂ(l)l( 2) 2Q
(3.2.21)
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The governing equations may then be expressed as

iPe (g-ikerH (1 . gikeH)) =
€
UAlpcH + 0pQH? Bprgp + iopQH Bey))  (3.2.22)
+Up Z, (iff T = 5)

where the common factor of ei®! has been cancelled. As stated
above in Equation (3.2.22), the term with velocity Ur multiplied by
the panel mechanical impedance term Z; is only added into the
equation if r = s; i.e., if this coefficient in the matrix is on a diagonal
term. Appropriate nondimensionalization then leads to a set of Q
linear algebraic equations in the Q unknowns Ur(w). When these
U (w) are known, they may be reinserted into Equation (3.2.16)
above (also in the appropriately nondimensionalized form) to
obtain the pressure at any point in the duct as a result of the
motion of panel r. The total overall acoustic pressure at any
location in the duct is then obtained simply by summing the Q
contributions of Equation (3.2.16).

Section 3.2.1: Noise Reduction Calculati

Pressures on each side of the panel barrier contribute to the
calculation of a nondimensional pressure ratio for the expression of
a noise reduction in decibels at any location in the duct. Upstream
incident pressure is a combination of the external sinusoidal
forcing and the resultant loading from the apparent mass modes.

pA = pEX(zit) + pl‘(x = O-QZ’t) (3.2.23)
= pex(z.t) - pr(x = 0+,z,t)

Transmitted pressure pp is obtained by summing the Q
contributions as given in Equation (3.2.16); together, pa and pB
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form a pressure ratio of incident to transmitted pressure. The
noise reduction in decibels is then denoted by

NRgp = -20 1ogll)l§— (3.2.24)
Section 3.2.2: Nondi onalizati

Nondimensionalization of the general results presented
above makes use of the nondimensional groupings as shown in
Table 2.2.1 in Chapter 2. However, for this problem, a
nondimensional velocity is defined as

U, = JrPeC (3.2.25)
Pg

and a ratio. of panel height to external wavelength nondimensional
variable is defined as

Se = KgH=2L H (3.2.26)

(<

As in Chapter 2, the standard set of parameters considers a square
aluminum panel 12" on each side. More discussion on the code
input parameters is given in section 3.3.1.

Section 3.2.3: Numerical Solution Proced

The numerical solution for the external pressure field
modeling problem is accomplished in a two step procedure. The
governing Equation (3.2.22) and its components arc programed to
allow for any number of panels to be included in the duct.
Additionally, any number of panel impedances may be modeled in
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any order, the latter being made possible by a definition of panel
properties in a data input file. For a given value of
nondimensional frequency ®, the arrays Bprop and Beut are
calculated. (Note that because these arrays contains the
propagating and cutoff wavenumbers, Equations (3.2.20) and
(3.2.21) are functions of w.) Equation (3.2.22) is first solved for the
complex nondimensional velocities Uy, and these velocities are
written to a data file. A second program then calculates pressures
according to Equation (3.2.16), and the total nondimensional
pressure, as mentioned earlier, is the sum total of all contributions
of Equation (3.2.16). This procedure was adopted to allow multiple
calculations of nondimensional pressures and noise reductions in
decibels at many locations in the duct without recalculating
velocities; the velocity calculation generally is the most time
consuming portion of the procedure. Knowledge of the panel
velocities for a given set of input parameters (panel size, mass,
natural frequencies, apparent mass loading, damping ratios, and
external propagating pressure speed) allows the calculation of
pressures and noise reduction levels at any location in the duct.

Two other programming issues are deserving of a short note.
The numeric solution of the governing Equations (3.2.22) is first
solved using LINPACK routines, which are available in the public
domain; these routines are quite robust and check for matrix ill-
conditioning. Given stable solutions for a number of cases, a faster
matrix inversion routine was used; since the results obtained are
identical, the faster solution routine is used for production runs.
Also, given the desire to generate large amounts of data for a
variety of panel configurations, a simple subroutine keeps track of
all data inputs and file names for a given simulation. In this
manner, all numeric “housekeeping” was computerized and no
longer prone to human error.
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Section 3.2.4: Results Verificati

The computer models mentioned in Chapter 2 may be used
as a base upon which comparisons for ART and identical panels
may be made. In particular, solving the sweep problem
numerically for two ART panels with 1 acoustic mode and KgH -> 0
will recover the ART branch analysis results. (Note that KEH
cannot be set to exactly zero in the computer code; due to the
formulation of the governing equations for the program, division
by zero will result.) Additionally, the external pressure modeling
computer program with many acoustic modes as input will be
similar to the full 2 panel ART solution with apparent mass, except
for results near frequencies where mode turn-on occurs. Also, this
latter phenomenon can still be checked with an identical panels
simulation using both the full 2 or 4 panel codes, as identical
panels in a duct will produce the same noise reduction and
nondimensional pressure results with and without apparent mass.
Verification of the sweep problem results in this manner assures
correct solutions and generates user confidence in the analysis and
associated programs.
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Section 3.3.1; Case Study Inputs

Data from two aircraft are used in case studies for the
sweeping analysis. Both simulations include the use of eight
aluminum panels 12" on each side to construct the total height for
the duct (fuselage sidewall) model. Table 3.3.1 shows parameters
representing the two aircraft; the first is a Gulfstream Aerospace
Commander 695A aircraft, a high-wing business aircraft, as
reported by Wilby and Wilby.24 These input parameters will be
referred to as the “long wavelength” case, due principally to the
use of a three-bladed propeller. Additionally, this three-bladed
propeller creates a low blade passage frequency, which is
represented in the nondimensional parameter S; as shown in Table
33.1. Note here that the external sweep wavelength is about two
and one-half times longer than the overall duct height. Table 3.3.1
also displays data from Kuntz and Prydz25 representing a
Gulfstream II aircraft modified for noise studies; this configuration
will be referred to as the “short wavelength” case due to use of an
eight-bladed propeller. The blade passage frequency of the latter
case is correspondingly higher, as shown by the value of S1 in
Table 3.3.1 under the “short wavelength” category. In the latter
example, the external wavelength is comparable to the duct height.
The adjustment of the nondimensional parameter S1 as shown
places the lowest desired ART cancellation frequency at
nondimensional frequency ® = 1.0 (the blade passage frequency)
for each configuration. Due to the use of different fundamental
blade passage frequencies as nondimensional reference
frequencies, mode cut on frequencies are quite different in the two
cases presented. All mode turn-on frequencies below
nondimensional frequency @ = 5.0 are listed in Table 3.3.2. One
additional area of difference noted in Table 3.3.1 is the fuselage
skin thickness: the Gulfstream 695A fuselage skin thickness is
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Table 3.3.1: Long and short wavelength sweep input parameters
representing the Gulfstream Aerospace Commander 695A and the
Gulfstream II. Unlisted parameters are as given in Table 2.2.1,
“Compensated Two Panel Model”.

Gulfstream 695A Gulfstream 1I
Long wavelength | Short wavelength
case case
propeller RPM 1518 - 1591 1305 - 1778
B 3 8
number of blades
BPF 75.9 - 79.6 174 - 237
blade passage frequency (225 Hz cruise)
h NA 1.9
fuselage height
d 1.18' 5.55'
(tip to fuselage
clearance)
5 0.063" 0.040"
(skin thickness)
D 8.82' 9.00"
(propeller diameter)
Ae 19.36' 8.32'
(external pressure
propagation
wavelength)
S1 0.434 1.257
©rerH
C
S2 0.085 0.134
poH’
mj,
Ss 0.3245 0.7547
KeH
0.01 0.01
(panel damping ratios)
MR; 1.0, 0.6746 1.0, 0.7263
(panel mass ratios)
U; solved for solved for
(nondimensional panel
velocities)
®n 05, 1.5 0.5, 15
(panel natural
frequencies)
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0.0625", while the Gulfstream II fuselage skin thickness is 0.040".
The thicker skin of the Gulfstream 695A is 50% more massive than
the Gulfstream II; in order to keep the simulations representing
realistic configurations, these data were left as is. However, Figure
3.3.23 shows the noise reduction predictions for the two aircraft
with identical skin thicknesses for comparison.

Table 3.3.2: Mode turn-on frequcncics. below @ = 5.0 for the long
and short wavelength sweep parameters.

mode Gulfstream 695A Gulfstream 11

# Long wavelength case{ Short wavelength
case

1 0.905 0.312

2 1.810 0.625

3 2.715 0.937

4 3.619 1.250

5 4.524 1.562

6 1.874

7 2.187

8 2.499

9 2.812

10 3.124

11 3.437

12 3.749

13 4.061

14 4.374

15 4.686

16 4.999

One important decision in numerically solving the governing
Equations (3.2.22) with its constituent parts is the number of
acoustic modes required to accurately represent a solution. Use of
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too few modes will present incorrect results and perhaps hide
some interesting phenomena. Inclusion of unneeded modes in the
solution increases computation time unnecessarily. A simple way
to determine this is to perform a mode convergence and fall-off
study away from the panel barrier at the ART frequency. Near the
panel barrier, even those modes which are cutoff will have an
effect on the resultant pressure (recall that these modes need
room in the X direction to decay) and as such are important to the
calculation. Figures 3.3.1 and 3.3.2 show convergence fall off
results, where the noise reduction is calculated at z = 0.9375 in
Figure 3.2.1 along the X direction from just inside the panel barrier
to a point 80 panel lengths downstream, far enough for all cut off
modes to have decayed. Note that for comparison reasons, all
falloff results are shown plotted on identical scales. Figure 3.3.1a
and 3.3.1b show falloff results for the case without external
pressure sweep. The long wavelength case presented in Figure
33.1a shows a uniformly oscillating noise reduction down the duct.
For this configuration, only one mode is propagating at the ART
nondimensional frequency = 1.0, and this oblique wave bounces
down the duct, adding and subtracting to the overall noise
reduction level. Figure 3.3.1b shows the same calculation for the
short wavelength case, where at the ART frequency three modes
have turned on and cause a greater fluctuation in the noise
reduction in the X direction. Figures 3.3.2a and 3.3.2b show the
same calculation with the external sweep effect, where now the
noise reduction variation has increased in the long wavelength
parameters example due to the introduction of more oblique
waves in the duct caused by the sweeping effect. The calculation
in the short wavelength case remains qualitatively similar to the
case without external sweep, except that the variation in noise
reduction levels is now over a slightly narrower dynamic range.
Figures 3.3.1 and 3.3.2 indicate that 16 modes generally resolves
the noise reduction predictions well in the panel near-field for all
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Figure 3.3.1a: Prediction of noise reduction moving
away from panel barrier for the long wavelength
case without external sweep. Number of modes in
calculation as shown in legend.
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case without external sweep. Number of modes in
calculation as shown in legend.
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Figure 3.3.2a: Prediction of noise reduction moving
away from panel barrier for the long wavelength
case with external sweep. Number of modes in
calculation as shown in legend.

2 modes ===—== 16 modes

— - ~ 4 modes ="=°*— 32 modes
wmee--- 8 modes ===°=— 64 modes

60

50

LAl ) |

40

LA AL

30

20 Y/ S . 3y .

Noise Reduction (dB)

10

p
.
o
]

0

0O 10 20 30 40 50 60 70 80
Distance from panel barrier (panel lengths)
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case with external sweep. Number of modes in
calculation as shown in legend.
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cases; 32 modes were universally used in all calculations, and
represents a conservative choice.

Figure 3.3.3a shows a comparison of the falloff of the
pressure ratio p/pg for 32 modes in the duct with external sweep
in the X direction at height z = 0.9375 for both sets of input data.
In both cases, the pressure ratio is relatively large near the panel
barrier due to the effect of cutoff modes. As mentioned
previously, in the long wavelength case the pressure ratio
uniformly rises and falls down the duct due to the interaction of
the one cut on mode with the one dimensional mode. The short
sweep calculation shows more variation due to the increased
number of propagating modes. Figure 3.3.3b shows similar
calculations without the effect of external sweep. Again the long
sweep case shows a uniform variation as the calculation point
moves down the duct, and the short wavelength case is less
regular. Figures 3.3.3a and b predict that the long sweep
parameters function more effectively to reduce the transmitted
pressure ratio in the cases with external sweep; without the effect
of the external sweep, the short wavelength parameters function
better.

Section 333 C o0 of ART and Identical Tuni

Figure 3.3.4a shows pressure ratio pi/pE for ART tuned and
identically tuned panels calculated as a function of frequency at
location A (x = 2.0, z = 0.9375) in the duct as shown in Figure 3.2.1
for the long wavelength parameters. This location is two panel
widths downstream in the X direction, and at a vertical position of
just under 94% duct height in the Z direction. Identically tuned
panels have a large transmitted pressure ratio at nondimensional
frequency = 0.8; this frequency is below the nondimensional
resonance frequency of 1.0 due to the loading of the apparent
mass modes and corresponds to a resonance of the combined
panel-fluid system. At this resonance frequency, the entire panel
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barrier moves in an approximately uniform motion (with the
exception of the phase variation from panel to panel as a result of
the external sweep) with large panel velocities. ART panels have
pressure ratio maximums at nondimensional frequencies of 0.5
and 1.5 which are much less, since now two resonance frequencies
are present in the system. Minor perturbations can be seen near
mode cut on frequencies. Figure 3.3.4b displays results for the
short wavelength case study; much similarity to the long
wavelength case is observed with the additional effects of more
mode cut ons.

Figures 3.3.5a and 3.3.5b show noise reduction calculations
for ART and identically tuned panels at the same location in the
duct for the long and short wavelength case studies, respectively.
Low frequencies exhibit the usual stiffness dominated behavior,
and high frequencies show typical mass dominated behavior. As
can be expected, noise reduction is low at panel natural
frequencies, and high at the ART design frequency of 1.0. The
effects of mode cut on can be seen. The long wavelength
parameters tend to show somewhat better noise reduction
performance because the ART design frequency is lower and the
panel sizes are shorter compared to the acoustic forcing
wavelengths; that is, the longer wavelength case is effectively
more cutoff.

Figure 3.3.6a shows the phase difference between panels 3
and 4 as indicated in Figure 3.2.1 for the long wavelength case.” At
low frequencies, the phase difference corresponds to that
associated with the external forcing. (Note that the external
wavelength of 19.36" for the long wavelength case divided into

* Phase difference between panels is calculated from complex velocities
obtained from the solution of Equations (3.2.22). At each frequency, the
sign of the velocity components is checked and a panel phase angle relative
to the forcing ¢ is calculated using the relationship ¢ =
arctan(Uimaginary/Urean. Successive phase shifts may add multiples of 2n
to this phase angle difference which do not appear in Figures 3.3.6a and
3.3.6b.

81



50 ]
]
ART tuned § 1
2 40 — - - identical ]
) : :
§ 30 :‘\ :
o - ‘\ 'L = -
_§ 20 . \ P = ]
1 A // :
o 10-1 7/ ]
Z 0._:_ ppoeees W ]
- 'aJ ]
-10-F -
0 1 2 3 4 5

Nondimensional Frequency
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360 degrees yields about 19 degrees phase shift between panels;
this is the low and high frequency phase difference limit.) Mode
cut on causes one irregularity in the phase difference prediction at
® ~ 0.9; the other anomaly occurs near the high panel resonance
frequency. Figure 3.3.6b shows a similar calculation for the short
wavelength case; here additional mode cut ons (3 modes cut on
between the panel resonance frequencies of @ = 0.5 and 1.5)
contaminate the phase difference calculation. Low and high
frequency phase difference limits have changed to a larger limiting
value due to the shorter external forcing wavelength. Figure
3.3.7a and 3.3.7b show panel velocity relationships for the long
and short wavelength ART cases. Both plots indicate that the panel
systems have matching velocity amplitudes at the ART design
frequencies ® = 1.0. The long wavelength case indicates that the
panels reach higher velocity amplitudes around the natural
frequencies than the short wavelength case.

Figures 3.3.8a and 3.3.8b show a comparison of ART tuning
and the average noninteracting noise reduction results (ANNR).
Recall that the ANNR is a idealized measure of the average noise
reduction present in the system where only uniform panels are
used, and the resulting acoustic fields do not interact, as shown in
Chapter 2, Figure 2.4.5. This comparison allows the mass law and
stiffness law effects associated with moving the panel resonance
frequencies apart to be separated from the effects of acoustic
cancellation or cutoff which are critical to optimum ART
performance. In both the long and short wavelength cases, ART
tuning performs better than the ANNR calculation. In the long
wavelength case, between 10 dB and 25 dB of increased noise
reduction is achieved. The short wavelength case, while still
outperforming the ANNR result, is not as dramatic as the long
wavelength case, providing an 8 dB to 12 dB noise reduction
increase. _

~ As a final comparison of ART and identical tunings, Figures
3.3.92 and 3.3.9b show a comparison of the individual pressure
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mode coefficients for the calculation of the acoustic pressure in the
duct at the ART nondimensional design frequency. Since there is a
wide dynamic range of these pressure coefficients and because
there is a net noise reduction across the panel barrier, the negative
logarithm of the pressure coefficient results is taken. This
mathematical interpretation means larger values of the modal
pressure coefficients contribute more to noise reduction in the
system; that is, less transmitted noise through the panel barrier
occurs with larger values of the modal pressure coefficients. The
following comments are made in that spirit. While the ART tuning
modal pressure coefficients are not always greater than the
uniform panel tuning coefficients over the range of mode numbers
shown, the ART results for lower propagating modes are always
greater than similar results for identical panels. Note that for each
propagating pressure mode (as shown in Figure 3.3.93, modes 0
and 1 for the long sweep wavelength case, and modes O through 3
for the short wavelength case shown in Figure 3.3.9b), the ART
tuning methodology contributes to noise reduction; in some cases,
this contribution is more than one order of magnitude. Also note
that modes 8 and 16 have large values because these modes are
integer multiples of the number of panels in the system. In
general, as the mode number increases, the negative logarithm of
the pressure coefficient increases more for ART panels than for
identical panels, indicating that ART redirects energy into the
higher, cutoff modes.
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A comprehensive set of parameter studies provides further
insight with respect to tuning an ART panel array in the presence
of an external propagating pressure field. Note that for Figures
3.3.10 through 3.3.14, noise reductions are calculated at position A
as shown in Figure 3.2.1.

Figure 3.3.10a shows noise reduction calculations in the duct
for three separate sets of input parameters, where the higher
panel natural frequency is increased in order to increase the noise
reduction bandwidth. In the long wavelength case, this is quite
beneficial, since mode turn-on frequencies do not occur as often as
the short wavelength case. Splitting the natural frequencies not
only increases the noise reduction bandwidth, but it also increases
the peak noise reduction obtained. Figure 3.3.10b shows that this
procedure is still beneficial with the short sweep wavelength
parameters, even in the presence of many mode turn-ons. This
study suggests that when tuning an ART panel array, it is most
desirable to attempt to keep mode turn-on frequencies away from
the desired frequency of maximum noise reduction; however, this
may not always be feasible. In general, increasing the ART noise
reduction bandwidth by separating panel natural frequencies up to
a difference of nondimensional frequency of 2.0 is most always
beneficial. (Chapter 5 will show experimental verification of this
fact.) '

Figures 3.3.11a and 3.3.11b show the effect of increased
panel damping on the model. As with the four panel model
presented in Chapter 2, increased damping tends to increase noise
reduction levels at the panel natural frequencies, as each panel in
effect becomes less acoustically transparent. Since the panels are
operating in a regime father away from perfect out-of-phase
behavior, absolute maximum noise reductions are less. However,
the general frequency bandwidth at a given noise reduction
amount remains the same, indicating the robustness of the ART
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Figure 3.3.10a: Parameter studies with two panel tuning
varying the higher natural frequency as indicated above
to increase the noise reduction bandwidth in the long
wavelength case.
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Figure 3.3.10b: Parameter studies with two panel tuning
varying the higher natural frequency as indicated above
to increase the noise reduction bandwidth in the short
wavelength case.
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Figure 3.3.11a: Parameter studies with the two panel model
varying the panel damping ratio as indicated above in the
long wavelength sweep case.
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tuning concept, and that ART tuning might be incorporated into
other modes of noise reduction such as increased damping.
Furthermore, in the short sweep wavelength parameters case,
increased damping seems to play an even lesser role, indicating
the tendency of the external forcing to dominate system behavior.

Figure 3.3.12a and 3.3.12b show the effect of the variation of
the apparent mass loading on the ART panel array. In both the
long and short wavelength cases, increasing the apparent mass
loading tends to couple the panels together through the
surrounding fluid such that approximate out-of-phase behavior is
no longer possible. As such, maximum noise reduction and noise
reduction bandwidth are simultaneously reduced. This effect is
particularly noticeable in the long sweep wavelength case study,
where over 25 dB of noise reduction is lost between normal air
mass loading and eight times normal air mass loading. [If operation
of an ART panel array were necessary in a heavy fluid loading, it
would become necessary to design for this loading. An alternative
option might be to increase panel mass in order to maintain the
apparent mass to panel mass ratio.

Figures 3.3.13a and 3.3.13b show the noise reduction
predictions obtained by variation of the parameter A as denoted
by Equation (3.2.17) in Section 3.2. Recall that when A =1, fluid
loading on only one panel side is considered, whereas when A = 2,
fluid loading on both sides on the panel is considered. As
expected, the solutions are quite similar except near panel natural
frequencies. Panel veloci